COMMUNITY DEVELOPMENT
PERMIT CENTER % APPLIANCE VENTING (M10)

2016
CA MECHANICAL CODE
928.0

CITY OF BELMONT

/ "~ DOUBLE PLATE CUT AWAY FOR
FULL 141/, IN. WIDTH OF STUD

SPACE

‘ FIRE-STOP SPACER NAILED TO

\PLATE AT BOTH ENDS

FIRE-STOP SPACER AT EACH
SUBSEQUENT CEILING PLATE

L

NOMINAL 2 x 4 STUDS (MINIMUM), STUD
SPACE 186 IN, O.C. MINIMUM

PLATE CUT AWAY FOR FULL 14/, IN.
WIDTH OF STUD SPACE

7?" SUITABLE METAL GUARD AT FLOOR
LEVEL

DOUBLE PLATE CUT AWAY FOR FULL
141/, IN. WIDTH OF STUD SPACE

PLATE AT BOTH ENDS

™S VENTILATED CEILING PLATE SPACER
AT FIRST CEILING PLATE LEVEL
./  ABOVE FURNACE

rSI: 1 inch =25.4 mm.

TYPICAL TYPE BW INSTALLATION REQUIREMENTS FOR BW VENTS IN BUILDINGS MORE
THAN ONE STORY IN HEIGHT

ONE TWIN PINES LANE, SUITE 110, BELMONT CA 94002-3867 (650) 595-7422




